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Abstract.  This  paper  presents  a  two  stage  strategy  for  the  electromagnetic  imaging  of  unknown 
lossless profiles. The first step is aimed at providing the localizations and an estimate of the number 
of  the  regions‐of‐interest  (RoIs)  where  the  scatterers  are  supposed  to  be  located  through  the 
application of the DORT method enhanced with a suitable processing of the  information associated 
with  the  eigenvalues  of  the  time  reversal  operator.  Towards  this  aim,  a  suitable  procedure  is 








Electromagnetic  inversion  techniques  are  based  on  the  assumption  that  the  reconstruction  of 
unknown  objects  lying  in  an  investigation  domain  can  be  obtained  through  the  analysis  of  the 
electromagnetic  interactions  between  interrogating  sources  and  targets  under  test.  In  particular, 
when electromagnetic  fields at microwave  frequencies are  considered,  several non‐trivial  issues as 
non‐linearity,  non‐uniqueness,  and  ill‐posedness  [1]  should  be  carefully  addressed.  Some  of  such 
drawbacks  can  be  overcome  avoiding  the  solution  of  the  full  inverse  scattering  problem  and  only 
aiming at detecting or  localizing the targets under test. For example, this guideline  is pursued  in [2] 
and  [3]. Moreover,  the method  of  decomposition  of  the  time  reversal  operator  (DORT)  has  been 
successfully applied [4] for localizing unknown objects. Such a methodology allows one to synthesize 
an  incident wave  focusing on a selected  target by performing a  time reversal operation on a set of 
scattered  field  measures.  Undoubtedly,  the  advantages  of  this  technique  are  manifold  since  it 





On  the contrary,  several applications of electromagnetic  imaging  require a detailed  retrieval of  the 
distributions  of  both  permittivity  and  conductivity  parameters. Unfortunately,  such  a  requirement 
involves  the  solution  of  a  full non‐linear  inverse  scattering problem by means of  computationally‐
expensive deterministic or stochastic procedures (see [5] and the references cited therein).  
In order  to avoid  the use of numerical  iterative  techniques with  large discretization grids  (thus 
excessive  computational  costs  and  local‐minima  problems),  this  contribution  presents  a 
 reconstruction strategy based on  two steps. During  the  first one, an enhanced version of  the 







in terms of an object function distribution  ),( yxτ  has to be reconstructed. By assuming a multi‐
view/multi‐illumination  acquisition  setup,  the  scenario  under  test  is  probed  by  a  set  of  V 







problem  is  solved  through  a  two‐stage  strategy, whose  key‐features  can  be  summarized  as 
follows.  
Step 1: RoIs definitions by means of an enhanced DORT‐based technique  
At the  first step the RoIs  lying  in DI are determined exploiting an enhanced version of the 
DORT method. According to the standard procedure presented in [4], the set of eigenvalues of 
the  time  reversal  operator,  { }Ppp ,...,1, =λ ,  and  their  corresponding  eigenvectors, { }Ppp ,...,1, =υ ,  are  determined.  For  point‐like  targets,  the  number  of  nonvanishing 
eigenvalues  is  directly  related  to  the  number  of  scatterers  (i.e.,  the  number  of  RoIs). 
Unfortunately, such a rule does not hold true in many applications of practical interest, thus a 
suitable method  has  been  developed  for  fruitfully  exploiting  the  information  on  the  objects 
provided by the dominant set of Q eigenvalues. Such a set is defined by analyzing the step‐like 
behaviour of { }Ppp ,...,1, =λ  and identifying the threshold value  λη . Accordingly, the dominant 











ρυωμ       (1) 
where ω is the angular frequency,  pm,υ  the m‐th component of the p‐th eigenvector,   the 
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in which  Eη  is a threshold heuristically‐determined. 
Step 2. Quantitative reconstruction of the unknown contrast  
Starting  from  the  information  on  the  detected  RoIs,  the  second  step  consists  in  a 
reconstruction procedure aimed at retrieving a finite dimensional representation of the object 






Let us consider a homogeneous dielectric  ( 5.0=refτ ) scatterer of square  ( λ=refL  sided) 
cross‐section.  Such  a  cylinder  [Fig.  1(a)]  is  located  in  a  square  investigation  domain  of  side 
λ4=
ID
L  illuminated by a set of  8=V  plane waves impinging from equally‐spaced directions. 
The  data  are  collected  on  a  circular  observation  domain  ( λ6,2=obsR   in  radius)  at  37=M  
equally‐distributed measurement points. The result of the enhanced time‐reversal step (Step 1) 
is given  in  [Fig. 1(b)] where  the  thresholded map of  the  synthesized  is  shown as well as  the 
estimate of the RoI obtained by properly processing the field distribution.  
Successively the RoI  is discretized  in  144=N  equal subdomains and the reconstruction  is 





Another  set  of  numerical  experiments  has  been  carried  out  in  order  to  study  the 
effectiveness  of  the  proposed  approach  in  dealing with  scenarios  characterized  by multiple 
RoIs. Therefore,  the  configuration of  Fig. 2(a)  concerned with  two homogeneous  ( 5.0=refτ ) 
cylinders  ( λ7.0=refL ‐sided)  located  at  ,    has  been 
considered. Moreover, the parameters of the probing setup are the same used in the previous 
experiment.  
λ0.1)1()1( −=−= cc yx λ0.1)2()2( =−= cc yx
Let  us  first  present  the  results  obtained  in  the  noise  free  case.  Thanks  to  the  proposed 
strategy, two RoIs centred at  ,   and  ,   have 
been estimated  (the dimensions of  the RoIs are   and  ,  respectively). 
Then,  such  RoIs  have  been  imaged  and  the  reconstructions  achieved  through  the  two‐step 
λ94.0)1( −=x λ95.0)1( =y λ97.0)2( =x λ96.0)1( −=y
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 Since  the use of  thresholds  in  the  first  step of  the proposed method  could be  critical when 
dealing with noise‐contaminated measures, the robustness of the two‐step algorithm has been 
analyzed blurring the problem data by means of an additive a gaussian noise. 
As  expected,  the DORT‐based  approach  is  not  insensitive  to  the  noise,  even  though  the 
spectrum  of  the  eigenvalues  (as  shown  in  Fig.  3)  does  not  show  significant  differences 




















definition of  the  reconstruction errors please  refer  to  [6]). The performance of  the approach 
decreases when corrupted data are considered, but the values of Tab.  I confirm a satisfactory 
robustness of the two‐step method, being %3.5<totχ  for  . dBSNR 5>
 
 
  totχ   )1(intχ   )2(intχ   extχ  
Noiseless  3.47  2.99  3.01  2.07 
dBSNR 20=   3.71  3.59  3.18  2.67 
dBSNR 10=   4.02  4.27  4.00  3.71 
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